PRICE LIST - EFFECTIVE 2-15-76 


PRICE SCHEDULE 


MODEL 

40 

40-S 

MS-34 

MT-34 

F-816 

F-817 

F-820 

*40-QS 

40-C 

40-H 

30 

*PL-1 

300 

302 

*310 

ACH-1 

29 


3102 

*3103 

303 

304 
311 

*313 

*314 

315 

316 

318 

319 
*320 

*330 

*340 


ANCHORMAN - 4 ton Champ includes: base, post, sliding collar with 

2 shackles, 2 lock pins. 

SURFACE PLATE TIE DOWN with Shackles. 

FLOOR ANCHORS-Drop-in Type for 1" hole. 

SETTING TOOL for MS-34 floor anchors. 

LOCK PIN - 7/8" O.D. x 5V 2 " long. 

LOCK PIN-1/2" O.D.x 4" long.. 

BOLTS - 3/4" x V/ 2 " high tensile, attaches Model 40 Base unit and 

Surface Plates to MS-34 anchors. 

QUICK SLING TIE DOWN PLATE with 3/4" Bolt. 

PACKAGE COMBINATION. 

PACKAGE COMBINATION. 

MODEL 30 ANCHORMAN base pad, post, shackle. 

POWER LEG EXTENSION fits both 29 & 30 Anchorman . .. 

MODEL 300 ACCESSORY KIT - 8 piece set of assorted pulling attachments, 
includes 310, 320, 330, 340 . 

MODEL 302 VACUUM PANEL CUP. 

MODEL 310 PANEL SPIKE. 

ADJUSTABLE CHAIN HOOK (standard). 

MODEL 29 JR. ANCHORMAN Base Pad, post, shackle. 

PARTS 


Tip for Panel Spike. 

Pull Eye for 310 Panel Spike. 

Post & Sliding Collar for Model 30 . . 

Post & Sliding Collar for Model 29. 

Venturi Jet Evacuator for Nos. 29 and 30 Anchorman 

Toggle Clamp for Model 30. 

Swivel Caster Wheel for Model 30. 

Wheel & Axle Bolt for Model 29 Jr. 

Suction Cup Base for Model 302 Cup. 

7/8" Bolt & Nut Assembly, high tensile. 

3/4" Anchor Shackle. 

Panel Bolts (eye bolts) Set of 3 — 7/16, 3/8, 1/2 ... . 

individual Panel Bolts - specify size. 

Panel Pull Bar. 

Chain and Grab Hook. 


WEIGHT 


LBS. 

PRICE 

72 

$189.00 

1614 

29.95 

6 oz. ea. 

2.95 ea 

1 lb. 

3.75 

14 oz. ea. 

4.50 

4 oz. 

2.95 

4 oz. 

1.00 

4 

14.95 

135 

439.00 

144 

483.00 

150 

352.00 

27 

26.50 

9 

39.95 

4 

48.50 

6 oz. 

7.95 

314 

11.95 

80 

189.00 


1 oz. 

4.95 

5 oz. 

3.95 

24 

34.50 

23 

34.50 

6 oz. 

15.00 

12 oz. 

13.95 

12 oz. 

8.95 

4 oz. 

2.00 

2 

25.00 

1 

3.95 

2 

3.90 

1 

9.95 

5 oz. 

3.50 

3 

8.95 

3 

11.95 


-WARRANTY- 

Anchorman products are warranted for one year to be free of defects in materials or workmanship. 


•Indicates a change or addition from Price Sheet of 4-1-75 

DETROIT AUTOBODY EQUIPMENT INC. 

BOX 71 V, ROYAL OAK, Ml. 4B06B • C3133 585-4620 
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model 40 

anchorman 


Portable Dual-Purpose 4 ton Champ 

Handles all light, medium and heavy sheet metal pulls in non-frame applications. 







Model 40 Anchorman 

Rigid post application 
for use with come-along. 
(lockpins inserted in 
base unit) 


40-S 

Surface 

Plate 

Tie- 

Downs 




N 



40-S 
Surface 
Plate Tie- 
Downs 


Model 40 Anchorman 

Pivoted post application 
for use with 4 ton hy¬ 
draulic ram. 

(Upper lockpin remov¬ 
ed in base unit) 





DETROIT AUTOBODY EQUIPMENT INC. 

BOX 717, ROYAL OAK, Ml. 48068 • C313D 5B5-462Q 















Model 40 Anchorman 


The 4 ton Champ 



MS-34 Anchor 
Drop-in type 
for 1" hole 



MT-34 Setting Tool 





SETTING 

TOOL 


Drill 1" hole to any depth and drop in MS-34 Anchor. 
Internal wedge is expanded by setting tool. 







Pkg 40-C includes: (1) Model 40 Anchorman • (2) 40-S Surface Plate Tie Downs • (40) MS-34 Anchors 
(1) MT-34 Setting Tool • (1) CC-1 2000 lb. Capacity Chain Come-Along • (6) %" H.T. Bolts. 

Pkg 40-H includes: (1) Model 40 Anchorman • (2) 40-S Surface Plate Tie Down • (40) MS-34 Anchors 
(1) MT-34 Setting Tool • (1) 4 Ton Hydraulic Ram with Hose and Hand Pump • (6) %" H.T. Bolts 

OPTIONAL EXTRAS: 3 Ton Chain Come-Along • F-9 3/8" Alloy Chain x 9 Ft. Long 
• Model 707 Air-hydraulic pump 


DETROIT AUTO BODY EQUIPMENT INC. 

BOX 717, ROYAL OAK, Ml. 4BOB8 • C313D 585-4620 


























































anchorman. 

new powerful vacuum pullers for body shops 
portable tools double as mobile tie-downs 


model 29 

3000 lb capacity 



model 30 

9000 lb capacity 




Anchorman 


Now you can take the anchor to the job. High vacuum engineering, 
with no pumps or moving parts, makes it possible. Just hook up an 
air line to the venturi jet evacuator and instantly get up to 9000 
pounds of portable anchoring power. Anchor your pull any.- 
where for straightening damaged quarter panels, door skins, 
fenders, cowls, bumpers, center posts, frame horns, grilles and 
many other body repair jobs. 















PL-1 power leg 

The PL-1 power leg accessory 
more than doubles the capa¬ 
city of Anchorman at modest 
cost. Construction is all-steel 
making it as rugged as the rest 


of the Anchorman system. The 
PL-1 drops easily into place on 
both model 29 and model 30 
with no bolts or fasteners re¬ 
quired. 



300 accessory kit 



I 

model 310 
panel spikes 

Panel spikes are used for sharp 
indentations; they pierce their 
own hole and thread into the 
panel by hand. 

I 

model 320 
panel bolts 

Panel bolts can be used to pull 
core supports or quarter pan¬ 
els through the holes in tail 
light areas. 



* 

model 330 
panel pull bar 

Shown with 310 panel spikes 
mounted in tandem to pull an 
entire section with a sharp 
crease. 




model 340 chain 
and grab hook 

Utility 1/4-inch high test alloy 
chain and grab hook. 









pays for itself in 6 jobs or less 


■ Sets up for work in minutes, Anchorman's 
built-in wheels make it easy and fast to get to 
the job. 

■ Compact—operates in limited shop area — 
quicker and easier to set up than standard 
shop dozers. 

■ Inexpensive to buy and economical to op¬ 
erate—trouble-free venturi jet evacuator has 
no moving parts and uses only 3 cfm of air. 

■ Built to withstand hardest shop use—all steel 
construction—field tested for three years. 


■ Post removes in seconds to convert Anchor¬ 
man puller to a portable floor anchor tie-down. 

■ Built to use standard 4 or 10 ton hydraulic 
rams—or the post can be blocked to make it 
rigid for use with a come-along. 

■ Use Anchorman with your existing body 
clamps and attachments—or with our special 
new hook-up accessories shown in this bro¬ 
chure. 

■ Both hands are free to work the damaged area 
while the pull is being made. 



a typical job 
for ANCHORMAN 


Typical exterior damage is illustrated. Anchor- The job hookup is made using the 302 panel 

I man wheelseasily to the job on built-in wheels. cup and the model 29 Anchorman junior. 

The puller post serves as a "handle". 




3 Spoon panel or use body hammer to relieve 
panel stresses while pull is being made. 



Panel is shaped out in 12 minutes and the 
finished job requires a minimum of filler and 
finishing. 





exclusive triple-lip seal 

Anchorman's exclusive triple-lip neoprene 
sealing ring has three contact surfaces to ac¬ 
commodate almost any floor surface or con¬ 
dition . . . assures a no-leak powerful high 
vacuum grip . . . neoprene material is not af¬ 
fected by oils, gasoline, or solvents. 


model 30 anchorman 

With power post removed, the model 30 An¬ 
chorman becomes a portable 9000 pound 
tie-down . . . positions easily on retractable 
casters . . . shown here anchoring a frame 
horn during straightening operations. 


model 29 anchorman 

With power post removed and shackle install¬ 
ed, the model 29 Anchorman converts quick¬ 
ly to a portable vacuum tie-down with 3000 
pounds capacity. 


model 302 
vacuum panel cup 

Ideal for shaping out general outer damage 
such as "oil can" indentations, the model 302 
vacuum panel cup provides 500 pounds of 
pulling power . . . oval shape position^ easily 
in any direction . . . built-in venturi jet evacu- 
lator uses standard shop air supply and holds 
a constant vacuum . . . great for handling 
glass too. 


DETROIT AUTOBODY 

EmjnFVWBMT DMS. 

BOX 717, ROYAL OAK, MICHIGAN 48068 
(313) 585-4620 








DETROIT AUTOBODY EQUIPMENT INC. 

BOX 717, ROYAL OAK, Mi. 48068 • C3133 585-4620 


PL-1 POWER LEG ACCESSORY 

Steel Extension Arm DOUBLES Anchorman Capacity 
Adapts to either Model 29 or Mode! 30 units 
Drops into position easily - no bolts or fasteners 
Quick set up - Low Cost - Compact 

p L-l on Model 29 PL-1 on Model 30 



















302 Panel Cup 


310 Panel Spike 



302 


Vacuum Panel Cup is ideal for shaping out "oil can" indentations.provides 500 

lbs. of pulling power.oval shape positions easily in any direction.Ven¬ 
turi jet evacuator uses standard shop air supply to hold a constant vacuum. 

great for handling glass too. 



Panel Spike of high alloy steel pierces its own hole and then threads into panel by 

hand for a solid grip.makes easy work of any panel pull .... can be used 

alone or in multiple tandem with a #330 Panel Pull Bar to puli out sharp creases. 




DETROIT AUTOBODY EQUIPMENT IIMC. 

BOX 717, ROYAL OAK, Ml. 48068 • C3133 585-4620 















ADJUSTABLE 
CHAIN HOOK 



flag 
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The ACH-1 Adjustable Chain Hook gives you unlimited adjustable hook-up combinations for 
pulling out damage to the wheelhouse, trunk gutter rails, instrument panels, grilles, radiator 
supports and many other applications. Plastisol coated hooks prevent marring at metal surfaces. 
Master chain slips thru bullring to provide any desired hook-up combination for those delicate 
sheet metal pulls. 




DETROIT AUTOBODY EQUIPMENT INC. 

BOX 717, ROYAL OAK, Ml. 4BOB8 • C313D 5B5-4B20 
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MODEL AKD 
FLOOR ANCHOR KIT 


SELF-DRILLING ANCHORS INSTALL IN MINUTES 

















STEP BY STEP SEQUENCE SHOWS INSTALLS 






O Rotate handle slowly in half circle while anchor drills.© Blow out hole thoroughly. 








i\TIOI\l OF MODEL AKD FLOOR ANCHOR KIT 


^ Insert expander plug in anchor. 


© Seated anchor is flush with floor. 



© Reinsert anchor with plug in hole. 


© Insert ejector key into chuck head. 


© Remove shank, hit chuck head to seat plug. © Twist ejector key to expel end collar. 



© Strike chuck head on side to snap off end collar. © Install swivel plate with 3/4" bolt and bushing. 


HI 









PRODUCT FEATURES 
AND SUGGESTED JOB APPLICATIONS 



Surface swivel plate features heavy duty 3/4" shackle 
for maximum strength. 


Bearing fulcrum on swivel plate base, directs load— 
provides leverage. 




For near vertical pulls use anchor bolt location 
directly below shackle bolt. 


IMPORTANT—For safety, distribute horizontal pulling 
loads thru two floor anchors as shown. 



farthest from shackle bolt. 



Use floor anchor as back-up for increased capacity 
with other pulling systems. 



DETROIT AUTOBODY EQUIPMENT INC. 

BOX 717, ROYAL DAK, Ml. 48068 • C313) 585-4620 











MODEL AKD 
FLOOR ANCHOR KIT 

IMPORTANT INSTRUCTIONS AND INFORMATION 


FLOOR DEPTH 

You must have at least 4 inches of Concrete Floor to install the AKD Floor Anchor Kit. 

CAPACITY 

Vertical pull out load of the %" anchor is 12,000 lb.in. 3000 p.s.i. concrete as rated by tests. This is a maximum 
vertical pull out load or breakout load. Use an adequate safety factor so that you are pulling at loads well below this 
maximum rating. To restrain car while making a pull, chain to a double hookup using two or more surface swivel plates 
to divide the load between floor anchors as shown in photo. 



INSTALLATION POINTERS AND RECOMMENDATIONS 

1. Wear safety goggles during entire installation procedure. 

2. Use 100 p.s.i. air pressure (Never use full line pressure). 

3. Rotate handle slowly in half circle while drilling. 

4. When drilling operation is half way down, remove the drill anchor and knock out residue from anchor core. Blow 
out dust in hole and proceed again with drilling operation. 

5. Before seating the anchor be sure to blow out the hole and knock out residue from anchor core. 

6. Remove the air tool chuck shank before striking chuck head with hammer. 

7. If end collar does not readily eject from the chuck head when hand pressure is applied to ejector key, drive ejector 
key further into chuck head with a hammer similar to a drift pin action. 

8. Slow drilling action can be caused by two things: 

a) hard aggregate used in concrete is found in some geographical areas. Remove the drill anchor and 
start again with new drill, (previous drill anchor is still satisfactory to use as an anchor in later steps) 

b) reinforcing rod in floor may impede the drill. Investigate the hole for reinforcing wire — move 
anchor hole to new location. 

9. Surface Seal (part no. AK40) is a fast concrete sealing material provided in the Kit to seal any small floor surface 

cavitations around the anchor hole that may have been caused by the drilling operation. Surface Seal is used as 

follows: 

Pour approximately one capful for each anchor and add enough water to stir the mixture to a putty¬ 
like consistency. Use a small wooden spatula or the finger to apply around hole. Smooth off and allow 
30 minutes to dry. 


DETROIT AUTOBODY EQUIPMENT IIMC. 

BOX 717. ROYAL DAK, Ml. 48D6B ♦ C313D 5B5-4B2Q 
















AK-1 

AK-2 

AK-3 

AK-4 

AK-5 

AK-6 

AK-7 

AK-8 

AK-9 

AK-10 

AK-11 

AK-40 



Anchor with expander plug. 

Swivel plate base. 

Shackle , .. 

Bolt & nut for shackle (7/8"). 

Bolt & bushing for swivel plate (3/4") 

Swivel plate assembly. 

Chuck shank .. 

Chuck head.. 

Chuck handle. 

Ejector Key. 

Plastic hole plugs (set of 16). 

Surface seal cement (not shown) 


$ 3.95 
5.00 
3.60 
2.95 

2.95 
14.50 

5.95 

7.30 
2.90 

2.30 
.50 
.90 


DETROIT AUTOBODY EQUIPMENT INC. 

BOX "7T7, ROYAL OAK, Ml. 4BQ6S • C313D 585-4620 


















HOOK-UP ACCESSORIES 


B-95 

PLUG HOOK 
ASSEMBLY 


B-96 

CLAW HOOK 


B-97 

THE GRABBER 


ASSEMBLY 


All Purpose Hook 





Finest Assembly ever.... 
Straighten frames with confi¬ 
dence. 

Alloy chain takes over 23,000 
lbs. 

Pearlitic anchor and claw rated 
stronger than needed at any 
weight pull. 

Fits most standard body holes. 
Instant anchoring.... Quick 
engage. 

No falling out.... No distortion. 


Alloy chain takes over 23,000 
lbs. 

Cast Pearlitic hook highest rate 
in industry. 

Meets challengeforall pull 
problems. 

Use alone.... Use with other 
chain assemblies. 

Most versatile chain assembly 
available. 

Dozens of uses.... 


It’sabumperchain hook. 

It’s a chain shortener.... or 
twin chain connector. 

It’s a double hook. 

It can be assembled to any 
chain. 

Bodyman makes his own 
combination. 

Forged triangle.... cast Pearl 
tic grabber hook. 

More pull strength than ever 
needed. 


DETROIT AUTOBODY EQUIPMENT INC. 

BOX 717, ROYAL OAK, Ml. 40068 • C3133 585-4620 
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MODEL CC-1 

CHAIN COME-ALONG 


• Longer service life. Precision parts are "wea- 
therized" for rust-free operation. Loan chain 
lasts 20 times longer than wire cabJe type 
pullers. 

• Simple design with fewer parts - less main¬ 
tenance. 


2000 lb. CAPACITY 
@ 4.7 Safety Factor 


• Constant handle pull for lifting or lowering 

• Ratchet Pawl has positive braking action 

• Fast operation - four teeth per stroke 

• Flexible link type load chain eliminates the 
jamming and snappingcommontowirecables. 


SPECIFICATIONS 

Capacity @4.7 Safety Factor 

2000 lbs. 

Standard Reach 

4 ft. 

Chain Size (alloy steel) 

3/16" 

Min. distance between hooks 

10 7/8" 

Handle length 

12" 

Length of Chain 

9'-3" 

Net Weight 

! 9y 2 ibs. 


DETROIT AUTO BODY EQUIPMENT INC. 

BOX 717, ROYAL DAK, Ml. 48068 • C3133 585-4620 












































































































